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EXOTIC

PRODUCT DATA SHEET
PAINT

ACRYLIC EMULSION

DESCRIPTION

EXOTIC is a wall paint formulated from high quality Acrylic Emulsion base
materials with selected pigments and extenders, which are specifically
designed to protect and provide excellent and exclusive decoration to your
building and home.

EXOTIC is resistant to hot and rainy weather so it is very suitable for painting
interior and exterior walls.

UTILITY

EXOTIC is very suitable for painting new and old walls, and is also suitable for
painting ceilings, plastering, asbestos, concrete and others.

TECHNICAL DATA
Paint type

Color

Specific gravity
Solid substance content :
Viscosity
Spreadability

USAGE SPECIFICATIONS
Preparation for painting :

: Acrylic Emulsion
: According to the color card
: 1.50 g/cm?

55 -60%

:110-120 KU
: (Theoretical) 10 M2 / Kg / Coat

the surface must be completely dry and free from residue

residual cement, dust, sand, oil and other dirt.

Diluent
Diluent usage
How to use
Dryness
Repainting

PACKAGING

: Clean water

: 10 — 15% of the paint volume
: Roll, brush or spray
:1-2hours

: After 3 hours

: Pail: 25 Kg

Gallon: 5 Kg

The information in this product data sheet is given to the best of our knowledge based on laboratory testing and practical experience. If the
product is used under condition beyond our control, we cannot guarantee anything but the quality of the products it self. The information in
this product data sheet is liable for modification from time to time in the light of experience and our policy of continuous product
development, and without further notice.
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