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HIGH PERFORMANCE PRINTS & COATINGS

Acrylic Emulsion Paint

DESCRIPTION

PRINCIPAL CHARACTERISTICS

RECOMMENDED USE

SPECIFICATION DATA

ALKEN Super Guard is a wall paint formulated from high quality 100%
Acrylic Emulsion with selected pigments and extenders, as well as special
additives that are able to suppress the growth of moss on the surface of
walls that have been painted.

ALKEN Super Guard is specifically designed to protect and provide excellent
decoration, as well as its resistance to hot and rainy weather so it is very
suitable for painting external and internal walls.

SUPERIORITY :

- Has maximum covering power and spreading power

- Very resistant to moss (anti-moss) and fungal growth

- Easy to wash if the walls are dirty, does not damage the paint layer

- Maximum adhesion, very resistant to the effects of alkalies (Ex new walls,
Asbestos, Gypsum)

- The paint surface after drying is smooth and semi-gloss

ALKEN Super Guard is very suitable for painting new and old walls, and is
also suitable for painting ceilings, plastering, asbestos, concrete and others.

Type 100 % Acrylic Emulsion

Colour According to the Color Card
Specific gravity 1.35+0.5 g/cm3

Solid by volume 55+ 2 %.

Recommended Dry film thickness :110-120 KU
Coverage theoretical 12m?/Kg/Coat

Dry Time 20-25 Minute at 30+ 2 °C
Painting interval Min : 3 hoursat30+2 °C
Mixed use Water, 5 —10% by Volume.
How to use Roll, Kuas & Spray

Shelf life 12 months (cool and dry place)

SURFACE PREPARATION

- Stir the paint thoroughly before use. For new walls, the first layer of paint
needs to be diluted first with 5% - 10% clean water.

- Meanwhile, for the second layer, if necessary, add sufficient thinner
(£5%).

The information in this product data sheet is given to the best of our knowledge based on laboratory testing and practical experience. If the
product is used under condition beyond our control, we cannot guarantee anything but the quality of the products it self. The information in
this product data sheet is liable for modification from time to time in the light of experience and our policy of continuous product

development, and without further notice.
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Surface preparation and painting

1. New Wall 2. Existing Wall
the condition of the wall surface must be good Damaged and peeling old paint is a must
dry completely and free the surface scrape it first, then sand it and
of alkaline salts (liquid that comes out of then clean the remaining dust, for
inside the wall during the hardening process walls with cracks and holes, smooth them out
wall). The wall surface must be clean with ALKEN Wall Filler.

from dust, sand, cement residue, oil and

other dirt.

the condition of the wall surface must be good Apply one coat of MR. KEN Wall Sealer
dry completely and free the surface

Apply ALKEN Super Guard. For Apply ALKEN Super Guard. For

get good results, it is recommended get good results, it is recommended

2 (two) layers of painting. 2 (two) layers of painting.

SAFETY PRECAUTION

Keep away from heat, spark and open flames. Avoid breathing of vapour on skin and eye contact. Keep
container closed and store in cool, ventilated area when not in use. Proper ventilation and protective
measures must be provided during mixing, application and drying, to keep vapour concentration within safe
limits and to protect against toxic hazard. Necessary safety equipment must be used and ventilation
requirements carefully observed, especially in confined or enclosed spaces, such as tank interior and building.

The information in this product data sheet is given to the best of our knowledge based on laboratory testing and practical experience. If the
product is used under condition beyond our control, we cannot guarantee anything but the quality of the products it self. The information in
this product data sheet is liable for modification from time to time in the light of experience and our policy of continuous product
development, and without further notice.
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