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DESCRIPTION 

MR. KEN Waterproofing is a wall paint specifically designed to provide a 
waterproof (anti-seepage) layer. With its high elasticity, this paint is able to 
withstand water seepage due to fine cracks on the wall surface caused by 
changes in hot and cold weather. 

 
PRINCIPAL CHARACTERISTICS 

MR. KEN Waterproofing is formulated from high quality Acrylic Emulsion 
material with selected pigments and extenders, as well as special additives 
that are able to provide a good coating on walls 

RECOMMENDED USE 
  MR. KEN Waterproofing is used for painting exterior building walls where 

fine cracks often occur on the wall surface. 

SPECIFICATION DATA 

Type  100 %  Acrylic Emulsion 
Colour  According to the Color Card 
Specific gravity   1.3 ± 0.5 g/cm3 
Solid by volume   45 ± 2 %. 
Viscosity:    110 – 120 KU 
Dry Film Thickness  Touch dry : 20-25 minutes temperature 30 ± 2ºC 
    Repainting: 2-3 hours at a temperature of 30 ± 2ºC 
Coverage theoretical  12m2/Kg/Coat  
Dry Time   20-25 Minute at 30 ± 2 °C      
Painting interval   Min : 3 hours at 30 ± 2 °C 
Mixed use   Water, 5 – 10% by Volume. 
How to use   Roll, Kuas & Spray 
Shelf life    12 months (cool and dry place) 
 
SURFACE PREPARATION 

The surface condition must be completely dry and free from residue 
residual cement, dust, sand, oil and other dirt. 

Diluent    : Clean water 
How to use   : Roll, brush or spray 
 
 
 
    
SAFETY PRECAUTION  
Keep away from heat, spark and open flames. Avoid breathing of vapour on skin and eye contact. Keep 
container closed and store in cool, ventilated area when not in use. Proper ventilation and protective 
measures must be provided during mixing, application and drying, to keep vapour concentration within safe 
limits and to protect against toxic hazard. Necessary safety equipment must be used and ventilation 
requirements carefully observed, especially in confined or enclosed spaces, such as tank interior and building. 


